Micro and nanoelectromechanical system (M/NEMS) devices constitute key technological building blocks to enable increased additional functionalities within integrated circuits (ICs) in the More-Than-Moore era, as described in the International Technology Roadmap for Semiconductors. The CMOS ICs and M/NEMS dies can be combined in the same package (SiP) or integrated within a single chip (SoC). In the SoC approach, the M/NEMS devices are monolithically integrated together with CMOS circuitry, allowing the development of compact and low-cost CMOS-M/NEMS devices for multiple applications (physical sensors, chemical sensors, biosensors, actuators, energy actuators, filters, mechanical relays, and others). On-chip CMOS electronics integration can overcome limitations related to the extremely low-level signals in sub-micrometer and nanometer scale electromechanical transducers, enabling novel breakthrough applications. In addition, nanoelectromechanical relays have been recently proposed for mechanical logic processing and other applications in CMOS-NEM hybrid circuits spreading the More-Than-Moore approach.
alumina passivation layers being fully compatible with the CMOS baseline process that allows locating NEM memory switches in any place, making circuit design more volume-efficient. Li et al. [10] , reports on a high-order Σ∆ modulator circuit fabricated in a standard 0.35 µm CMOS process acting as a low-noise digital interface circuit for high-Q MEMS accelerometers. Finally, the work of Islam et al. [11] reports a real-time temperature compensation technique to improve the long-term stability of ã 26.8 kHz self-sustained MEMS oscillator that integrates a single-crystal silicon-on-insulator (SOI) resonator with a programmable and reconfigurable single-chip CMOS sustaining amplifier.
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